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struction,  others). 


Division  10:  Production  Manage¬ 
ment,  covers  materials  handling,  plant 
layout,  production  control,  work  mea¬ 
surements,  automation,  and  quality 
control. 
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Influence  of  Steaming  on  the  Ultra 
Structure  of  Bordered  Pit  Membrane 
in  Loblolly  Pine,  D.  D.  Nicholas  and 
R.  J.  Thomas,  1:57  (No.  3685—  $0.60) 
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Shake  in  Coniferous  Wood — An 
Anatomical  Study,  R.  W.  Meyer  and 
L.  Leney,  2:51  (No.  3740— $1.20) 
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4113— $1.40) 
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tials  with  Linear  Programming,  H.  B. 
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Wood  Mechanization 

Mechanization  in  the  Timber  Pro¬ 
ducing  Industry,  J.  R.  Erickson,  7:21 
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Fractionization  (Chipping,  Flaking, 
Defiberating,  Refinishing) 

Bark  Processing  Problems,  K.  Bol- 
lerslev,  6: 19  ($0.40) 

Power  Requirements  for  Producing 
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Coordinating  Photographic  and  In¬ 
strument  Recordings  of  Rapid,  Small- 
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$0.40) 

Effects  of  Roller-Bar  Compression 
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A.  Mergen,  1:75  (No.  3723— $1.20) 
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140— $0.20) 
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3:28  (No.  3682— $0.60) 
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1967,  P.  Koch,  9:65  (No.  4090— $1.20) 

Veneer  Cutting 

Corrosive  Wear  of  Veneer  Knives, 
W.  M.  McKenzie  and  B.  M.  Mc- 
Combe,  3:45  (No.  TN  131— $0.40) 

New  Softening  Treatment  for  Beech 
Logs  Before  Rotary  Peeling  to  Ve¬ 
neers,  E.  Kubinsky  and  M.  Sochor, 
3:19  (No.  3686— $0.60) 


Statistical  Quality  Control  and  Ve¬ 
neering  Research  on  Semul,  A.  B.  M. 
Salehuddin  and  A.  C.  Barefoot,  2:40 
(No.  3654— $1.00) 


CHEMICAL  CONVERSION 


Derived  Products 

Extractives  of  Hardwood  Wastes  as 
Sources  of  Chemicals,  I.  A.  Pearl, 
2:60  (No.  3749— $0.60) 

New  Sesquiterpenes  from  Yellow 
Wood  of  Slippery  Elm,  M.  Frache- 
boud,  J.  W.  Rowe,  R.  W.  Scott,  S.  M. 
Fanega,  A.  J.  Buhl  and  J.  K.  Toda, 
2:37  (No.  4032— $0.80) 

Sugars  and  Other  Wood  Extractives: 
Effect  on  the  Setting  of  Southern  Pine- 
Cement  Mixtures,  E.  J.  Biblis  and 
Cheng-fan  Lo,  8:28  (No.  4035— $1.40) 

Modification 

Crosslinking  Affects  Sanding  Prop¬ 
erties  of  Woiod-Plastic,  J.  A.  Meyer, 
5:89  (No.  TN  115— $0.20) 

Effect  of  Inorganic  Salts  on  the 
Pyrolysis  of  Cellulose,  G.  D.  M.  Mc¬ 
Kay,  5:71  (No.  3757— $1.00) 

Pulping 

Significance  of  Western  Hemlock 
Phenolic  Extractives  in  Pulping  and 
Lumber,  G.  M.  Barton,  5:76  (No.  3756 
-$1.00) 


PARTICLE  AND  FIBER 
PROCESSES 


Fiberboard 

A  New  Fiber-Overlay  Process  for 
Plywood,  B.  S.  Bryant,  5:51  (No.  3729 
—$1.50) 

Fiberboards  from  Loblolly  Pine  Re¬ 
finer  Groundwood:  Effects  of  Gross 
Wood  Characteristics  and  Board  Den¬ 
sity,  C.  W.  McMillin,  8:51  (No.  4027— 
$1.50) 

Molding  Compounds  from  Douglas- 
fir  Bark,  W.  F.  Lehmann,  12:47  (No. 
4036— $1.40) 

Resin  Treatments  for  Improving  Di¬ 
mensional  Stability  of  Structural  Fi¬ 
berboard,  P.  E.  Steinmetz  and  D.  J. 
Fahey,  9:71  (No.  4020— $1.00) 

X-Ray  Determination  and  Use  of 
Surface  to  Surface  Density  Profile  in 
Fiberboard,  W.  T.  Neam  and  K.  Bas¬ 
sett,  1:73  (No.  TN  118— $0.40) 

Flakeboard 

Resin  Efficiency  in  Flakeboard 
Shown  by  Ultraviolet  Light  Photog¬ 
raphy,  W.  F.  Lehmann,  10:32  (No. 
TN-127— $0.60) 

Hardboard 

Design  Considerations  for  a  Cor¬ 
rosion-Free  Hardbcard  Humidifier,  J. 
M.  Vranizan,  9:60  (No.  4065— $1.00) 
Effects  of  Sorption  on  the  Flexural 
Behavior  of  Hardboard,  D.  J.  Sauer 
and  J.  G.  Haygreen,  10:57  (No.  4108 — 
$1.40) 

Hardboard  from  Benguet  Pine  Bark- 
Wood  Compositions,  J.  A.  Semana  and 
A.  B.  Anderson,  7:28  (No.  4039 — 
$1.00) 

Hardboard  from  Cedar  Bark,  D.  L. 
Stewart  and  D.  L.  Butler,  12:19  (No. 
4083— $1.00) 

Medium-Density  Hardboard  —  A 
Leading  Contender  for  the  Siding 


Market,  K.  G.  Borchgrevink  and  K.  H. 
Bassett,  10:13  (No.  4105— $1.00) 

Particleboard 

Heat  Treatment  of  Exterior  Particle¬ 
board,  O.  Suchsland  and  R.  C.  Enlow, 
8:24  (No.  4074— $1.00) 

Short  Cuts  for  Particleboard  MOE 
and  MOR  Calculations,  H.  M.  Lee, 
6:33  (No.  TN  121— $0.40) 


GLUES  AND  GLUING 
PROCESSES 

General 

Development  and  Design  of  an  Ac¬ 
celerated  Boil  Machine,  R.  E.  Kreibich 
and  H.  G.  Freeman,  12:24  (No.  TN 
147— $0.60) 

Estimating  Durability  of  Wood  Adhe¬ 
sives  in  Vitro,  H.  G.  Freeman  and 
R.  E.  Kreibich,  7:39  (No.  4063— $1.00) 
First  Replications  Comparing  Bond- 
Degrade-Accelerating  Systems,  P.  L. 
Northcott,  R.  E.  Kreibich,  and  R.  A. 
Currier,  5:58  (No.  3679— $1.50) 

Gluability  of  Southern  Pine  Early- 
wood  and  Latewood,  C.  Y.  Hse,  12:32 
(No.  4141— $1.00) 

Gluability  of  Southern  Pine  Veneer 
Dried  at  High  Temperatures,  Otto 
Suchsland  and  R.  R.  Stevens,  1:38 
(No.  3735— $1.00) 

Measurement  of  Glue  Line  Viscosity, 
H.  G.  Freeman  and  R.  E.  Kreibich, 
8:15  (No.  4061— $0.60) 

Performance  of  Some  Commercial 
Adhesives  for  Gluing  Wood-Plastic 
Combinations,  W.  E.  Loos  and  J.  A. 
Kent,  3:23  (No.  3657— $1.00) 

Specimen  Designs  for  Accelerated 
Tests  of  Adhesive  Durability,  M.  D. 
Strickler,  9:84  (No.  4095— $1.40) 

Studies  in  Wood  Adhesion  —  Inter¬ 
action  of  Wood  Surface  and  Adhesive 
Variables,  B.  S.  Bryant,  6:57  (No. 
3785— $1.20) 

Testing  Method  for  “Speed  of  Set”, 
L.  E.  Clark,  Jr.,  11:52  (No.  TN-146— 
$0.40) 

End  and  Edge  Gluing 

Glue  -  Durability  in  Finger- Jointed 
Southern  Pine,  D.  B.  Richards,  10:54 
(TN-137— $0.60) 

Plywood,  Glulam 

Economy  Through  Glulam  Design, 
D.  W.  Eggleston,  7:17  (No.  4086— 
$0.40) 

Heat  and  Moisture  Resistance  of  a 
Urea-Resin  in  Plywood  Joints,  R.  H. 
Gillespie,  8:35  (No.  3776 — $1.40) 
Laboratory  Test  for  Prepressing 
Plywood,  R.  A.  Jarvi,  3:53  (No.  TN- 
125— $0.40) 

Preliminary  Microscopic  Studies  of 
Wood  Structure  and  Adhesion  in  Ply¬ 
wood,  H.  Harada,  G.  W.  Davies,  and 
K.  F.  Plomley,  2:86  (No.  3566— $1.00) 
The  Controlled  Manufacture  of  Ply¬ 
wood  Structural  Components,  W.  D. 
Page,  11:19  (No.  4099— $0.60) 


TREATMENTS  AND  COATINGS 


General 

Effect  of  Polyethylene  Glycol  on 
Stabilization  of  Black  Oak  Blocks, 
R.  W.  Merz  and  G.  A.  Cooper,  3:55 
(No.  3681— $1.00) 
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Heartwood  and  Sapwood  Impregna¬ 
tions  with  Vinyl  Monomers,  R.  A. 
Young  and  J.  A.  Meyer,  4:66  (No. 
3742— $0.60) 

Rates  of  Swelling  of  Wood  in  Vinyl 
Monomers,  W.  E.  Loos  and  G.  L.  Rob¬ 
inson,  9: 109  (No.  4049—$0.80) 
Treatment  of  Wood  with  Gaseous 
Reagents,  C.  Schuerch  3:47  (No.  3746 
—$1.40) 

Finishing 

Grinding  and  Finishing  of  Wood- 
Plastic  Combinations  with  Coated 
Abrasives,  H.  W.  Buell  and  S.  F. 
Stevens,  11:23  (No.  4012— $0.80) 

New  Concepts  in  Wood  Finishing, 
A.  W.  Riedell,  7:18  (No.  4087— $0.40) 
What  Has  Happened  to  Paint-on- 
Wood  Problems,  G.  F.  Prange,  11:12 
(No.  4125— $0.60) 

Preservation 

Control  of  Incipient  Decay  with 
Gases  in  Douglas-fir  Poles,  J.  L. 
Ricard,  T.  E.  See,  and  W.  B.  Bollen, 
4:45  (No.  3743— $1.40) 

Depletion  of  Pentachlorophenol  by 
Fungi,  H.  H.  Unligil,  2:45  (No.  3737 — 
$1.20) 

Influence  of  Preservatives  on  Pole 
Splitting,  J.  Gilfedder,  W.  G.  Keating, 
and  I.  Robertson,  1:28  (No.  3694— 
$0.60) 

New  Process  for  Longitudinal  Treat¬ 
ment  of  Wood,  M.S.  Hudson,  3:31  (No. 
4025— $1.00) 

Results  of  Field  Tests  in  Mississippi 
on  Wood  Dethiaminized  for  Protection 
Against  Decay,  L.  R.  Gjovik  and  R.  H. 
Baechler,  1:25  (No.  3724— $0.60) 
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General 

Accelerated  Methods  of  Drying 
Thick-Sliced  and  Thin-Sliced  Loblolly 
Pine,  K.  E.  Kimball,  1:31  (No.  3761 — 
$150) 

Commercial  Forced-Air  Drying  of 
Unstickered  Hardwood  Furniture 
Rounds,  C.  B.  Vick,  7:46  (No.  TN  105 
—$0.60) 

Effect  of  Alcohol  in  Preventing  Col¬ 
lapse  Under  Extreme  Drying  Condi¬ 
tions,  M.  Y.  Cech,  6:35  (No.  3572— 
$1.50) 

Drying  of  Prefrozen  Redwood  — 
Fundamental  and  Applied  Considera¬ 
tions,  R.  W.  Erickson,  6:49  (No.  3714 
-$1.50) 

Freeze-Drying  and  Wood  Shrinkage, 
H.  D.  Erickson,  R.  N.  Schmidt,  and 

J.  R.  Laing,  6:63  (No.  4004— $1.20) 

High  Temperature  Moisture  Rela¬ 
tions  of  Grand  Fir,  M.  D.  Strickler, 
4:69  (No.  3612— $1.40) 

Low-Temperature  Drying  of  1-Inch 
Sweetgum,  C.  B.  Vick,  4:29  (No.  3661 
—$0.80) 

Moisture  Distribution  in  Wood-Frame 
Walls  in  Winter,  J.  E.  Duff,  1:60  (No. 
3718 — $1.00) 

Moisture  Movement  in  Six  Wood 
Species,  E.  T.  Choong  and  P.  J.  Fogg, 
5:66  (No.  4001— $1.00) 

Platen  Drying  of  Aspen  Sapwood, 

K.  Turkia  and  J.  Haygreen,  6:43  (No. 
4038— $1.20) 


Press  Drying  Nine  Species  of  Wood, 
M.E.  Hittmeier,  G.  L.  Comstock,  and 
R.  A.  Hann,  9:91  (No.  4014— $1.20) 
Relationship  Between  Permeability 
of  Green  and  Dry  Eastern  Hemlock, 

G.  L.  Comstock,  8:20  (No.  3645— 
$0.80) 

Solar  Lumber  Drying  in  the  Central 
Rocky  Mountain  Region,  H.  E.  Troxell 
and  L.  A.  Mueller,  1:19  (No.  3747— 
$1.20) 

Sorting  Incense  Cedar  Types  for 
Drying,  H.  Resch,  E.  T.  Choong,  and 

H.  H.  Smith,  4:40  (No.  3677— $1.00) 
Effect  of  Transverse  Compressive 

Stress  on  Equilibrium  Moisture  Con¬ 
tent  of  Wood,  E.  D.  Bello,  2:69  (No. 
3628— $1.50) 

Technical  and  Economic  Considera¬ 
tions  in  the  Platen  Drying  of  Aspen 
Sapwood  and  Paper  Birch  Cut-Stock, 
J.  Haygreen  and  K.  Turkia,  8:43  (No. 
4043— $1.50) 

Thermodynamics  of  Water  Sorption 
by  Wood,  C.  Skaar  and  W.  Simpson, 
7:49  (No.  4050— $1.50) 

Transverse  Compression  Treatment 
of  Wood  to  Improve  Its  Drying  Be¬ 
havior,  M.  Y.  Cech  and  M.  Goulet, 
5:90  (No.  TN  143— $0.40) 

Vacuum  Drying  of  Wood  Flour  and 
Wafers  at  Low  Temperatures,  H.  D. 
Erickson  and  J.  R.  Laing,  5:35  (No. 
3603— $1.50) 
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